
Model                    JS-WP2
Temp. range              0 ～ 50℃ （Non-condensing）
Dimensions Panel: 172mm*86mm 
                                      Box: 160mm*75mm*60mm

                             Cutout Dimension：164mm*79mm*65mm                              
                             Screw spacing:146mm

JS-WP 2 combine strong and weak electricity together to meet multiple demands, made of 4mm high grade aluminum-

magnesium alloy, it can be mounted on wall or furniture.

Description

Combine strong and weak electricity together to meet multiple 
demands;
4mm aluminum-magnesium alloy with sandbasting � nishes;
 Silver panel available;
 The back box is available for wall installation;
 Various connections, can meet many demands. 

Product Features

Main Specifi cation

JS-WP2 Series

JS-WP204JS-WP200

Overall Dimension( mm)

Cutout Dimension( mm)

P91

CONNECTOR OPTIONS

Wall Plate

164mm*79mm*65mm                              

Overall Dimension( mm)

AC OUTLET OPTIONS

France China UK 2-Pin Europe SAUniversal US Australia

Female XLR  Male XLR   3.5mmAudio   BNC       Video      Speaker   Shielded Cat6   Optical       USB          HDMI Female XLR  Male XLR   3.5mmAudio   BNC       Video      Speaker   Shielded Cat6   Optical       USB          HDMI 


